LogiLink

LogiLink LPS253 Verlangerungskabel/Steckdosenleiste 1,5 m 3
AC-Ausgange DrauBen Schwarz, Gelb

Marke : Logilink Artikel-Code: LPS253
Produktname : LPS253

- Zuleitung HO7RN-F 3G, 1,5 mm?

- 3 spritzwassergeschiitzte Schutzkontakt-Steckdosen mit Klappdeckel
- Robustes Kunststoffgehause

- Steckdosen um 45° gedreht

- Spritzwassergeschutzt, IP44

- Eingang: 16A / 230V max. 3680W

- Kabelldnge: 1,5m

- Mit beleuchtetem Ein-/ Ausschalter

- Enthalt Aufhangevorrichtung fir Wandmontage
- TUV und GS zertifiziert

3x CEE 7/3, 230V/16A, 50 Hz, max 3680W, 1.5 m

LogiLink LPS253 Verlangerungskabel/Steckdosenleiste 1,5 m 3 AC-Ausgange DrauBen Schwarz, Gelb:

Mit einer Kabelldnge von 1,5m ist die LogiLink Steckdosenleiste perfekt fir den Einsatz in
AuBenbereichen geeignet. Sie kdnnen die Leiste mit dem beleuchteten Schalter ganz einfach ein- und
ausstellen um Strom zu sparen. Die LPS253 bietet Schutz vor Fremdkdrpern wie grobem Sand und vor
Spritzwasser (IP44) und ist somit optimal fiir den Einsatz in feuchten Rdumen und Umgebungen.

Merkmale Energie

AC-Steckertypen Typ F AC Eingangsfrequenz 50 Hz

Kabellange * 1,5m Maximale Eingangsleistung 3680 W

Stromstecker-Typ Type F (CEE 7/4) Stromstarke (maximal) 16 A

Unterstitzte Positionierung * DraulRen Gewicht und Abmessungen

in- *

Ein-/Ausschalter v Breite 75 mm

Internationale Schutzart (IP-Code)  IP44 Tiefe 290 mm

KerngréRe 1,5 mm? Hohe 59.6 mm

Anzeigelicht v E————

Produktfarbe Schwarz, Gelb echnisc "e etafis

Zertifizierung TOV, GS, CE Konformitatsbescheinigungen RoHS

Anschliisse und Schnittstellen Verpackungsdaten

Anzahl der AC-Ausgénge * 3 AC-Ausgange Anzahl enthaltener Produkte 1 Stiick(e)
. Verpackungsbreite 315 mm

I Verpackungstiefe 100 mm

AC Eingangsspannung 230V Verpackungshéhe 60 mm

Paketgewicht 5709
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Disclaimer. The information published here (the "Information") is based on sources that can be considered reliable, typically the manufacturer, but
this Information is provided "AS IS" and without guarantee of correctness or completeness. The Information is only indicative and can be changed at
any time without notification. No rights can be based on the Information. Suppliers or aggregators of this Information do not accept any liability with
regard to the content of (web)pages and other documents, including its Information. The publisher of the Information can not be held liable for the
content of 3rd party websites that are linking this Information or are linked to from this Information. You as the User of the Information are solely
responsible for the choice and usage of this Information. You are not entitled to transfer, copy or otherwise multiply or distribute the Information. You
are obliged to follow the directions of the copyright owner(s) with regard to the use of the Information. Exclusively Dutch law is applicable. With
regard to price and stock data on the site, the publisher followed a number of starting points, which are not necessarily relevant for your private or
business circumstances. Therefore, the price and stock data are only indicative and are subject to changes. You are personally responsible for the
way you use and apply this information. As a user of the Information or sites or documents in which this Information is included, you will adhere to
standard fair use including avoidance of spamming, ripping, intellectual-property violations, privacy violations, and any other illegal activity.
Automated scraping, data mining, or harvesting for the purpose of training machine learning models, neural networks, or artificial intelligence
systems is strictly prohibited without a commercial license.
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